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Standard and optional equipment may vary. Contact your Hyundai dealer for more information. The machine shown may vary according to International standards.
All US measurement are rounded off to nearest pound or inche.

Boom length
Arm length

A Max. digging reach 
A' Max. digging reach

at ground
B Max. digging depth
B'  Max. digging depth(8ft level)
C Max. vertical wall

digging depth
D Max. digging height
E Max. dumping height
F Min. front radius

1,600 mm(5'   3")
6,150 mm(20' 2")

6,010 mm(19' 9") 

3,820 mm(12'  6")   
3,420 mm(11'  3")   

3,200 mm(10' 6")

5,780 mm(18' 12")
4,050 mm(13'  3")
2,350 mm( 7'  9")

1,900 mm(6'   3")
6,400 mm(21' 0")

6,270 mm(20' 7") 

4,060 mm(13'  4")   
3,700 mm(12'  2")   

3,460 mm(11' 4")

5,920 mm(19' 5")
4,180 mm(13'  9")
2,360 mm( 7'  9")

3,000 mm(9' 10")

ISO standard cabin
. Cabin ROPS(ISO 3471)

FOPS(ISO 3449)
TOPS(ISO 12117)

. All-weather steel cab  with all-around visibility

. Safety glass windows

. Sliding fold-in front window

. Sliding side window

. Lockable door

. Accessory box & Ash-tray
Heater & Defroster
Centralized monitoring
. Engine speed
. Gauges

Fuel level gauge
Engine coolant temperature gauge

. Warning
Engine coolant & Fuel level
Engine oil pressure
Engine coolant temperature 
Hyd. oil temperature
Low battery
Air cleaner closing

Door and cab locks, one key
AM/FM radio and cassette 
Two outside rear view mirrors
Fully adjustable suspension seat with seat belt
Console box tilting system(LH.)
Four front working lights
Electric horn
Battery (1 x 12 V x 100 AH)
Battery master switch
12 volt power supply(DC-DC converter)
Removable clean out screen for radiator
Automatic swing brake
Removable reservoir tank
Water separator, fuel line
Counterweight (210 kg, 460 lb)
Mono boom (3.0 m, 9’10”)
Arm (1.6 m, 5’ 3”)
Track shoes (400 mm, 15.7”)
Track rail guard

Air-conditioner(4000 kcal/hr, 16000BTU/hr)
Fuel filler pump(35   /min, 9.2 US gpm)
Beacon lamp
Safety lock valve for boom cylinder
Single acting piping kit( breaker, etc)
Double acting piping kit(clamshell, etc)
Accumulator, work equipment lowering
Electric transducer
Travel alarm

Quick coupler
Rubber crawler (400mm, 16”)
Narrow bucket(0.07m3, 0.09yd3)
Arm (1.9m)
Tool kit
Operator suit
Mechanical suspension seat with heater
Lever pattern change valve
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Some of the Photo may include optional equipment. 

MINI EXCAVATOR  Applied Tier 2 Engine




